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SIZE & SOURCE 2 PER PHASE & NEUTRAL WEIGHT (Ibs.)
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BOTTOM IS OPEN
ENTIRE OPEN AREA
0,625 DIA <8)
IS AVAILABLE FOR
CONDUIT ENTRY BOLT DOWN HOLES
3.000 34, 3000
s . 1eas—{ -+ \ 1 1625
3.000 3.000 o \ I’ 1500
19.500 |
17000 21500
33,000 " 36,000
%
- |
19.000
4,000 2500
I I
3-33‘;J 1000— 19000 19.000——— |—1.000
36 MIN. AISLE
L g6 v aisie BOLTDOWN PATTERN &
BOTTOM..CONDUIT PLAN
REMOVABLE
LIFTING EYES
/ ]
HINGED RELIAY
PLATE=— DEPTH
O\ Q

RUSSELECTRIC
NAMEPLATE——|

LOCKING HANDLE

\

SOURCE 1 FEED

CABLE CONNECTIONS

| ————— LDAD CABLE
CONNECTIONS

SOURCE 2 FEED
CABLE CONNECTIONS

=
WITH 3-PT LATCH
= d
90,000
]
E3
EXTERNAL MANUAL
OPERATORS
So.800 \—crounn
SOLID BAR
NEUTRAL BAR
(OPTIONAL)
NEUTRAL AND
GROUND BAR
1.?
NON=REMOVABLE FRONT VIEW

CHANNEL " SILL:

GENERAL' NOTES:

1. ENCLOSURE [FABRICATED FROM SHEET STEEL IN
ACCORDANCE WITH UL STANDARD S08.
2 ALL STEEL PARTS SHALL BE PREPARED FOR PAINTING
ING, PHOSPHATIZING
SEALIN." PRIJ:ESS. THE PARTS SHALL THEN BE
PAINTED ASA #61 GRAY, UTILIZING POLYESTER POWDER
CIZIATIN." APPLIED BY THE ELECTRIZISTATIC METHIZID
ED IN A BAKING OVEN. THIS H IS
SUITABLE FOR DUTDOORS, AS WELL AS INDIZIIZIR APPLICATIONS.

6. WHEN ANCHORING FOR A SEISMIC LOCATION,
CONSIDERATION MUST BE GIVEI

PAD OR FOUNDATION. MINIMUM

MINIMUM ANCHOR EDGE

N TO THE DESIGN OF THE
CONCRETE THICKNESS Al

EFFECTIVE EMBEDMENT ARE ALL FACTORS THAT
NFLUENCE THE ANCHORING.
k. REFER TO THE PROJECT SPECIFIC SEISMIC STUDY
E BY A CERTIFIED ENGINEER FOR PROPER ANCHOR

B USE AN AN:HER THAT MEETS OR EXCEEDS THE
STRENGTH OF A 1/2-INCH GRADE S BOLT WITH
A 1/2" USS LARGE FLAT WASHER.

ND PSI,
DISTANCE, CENTERLINE SPACING, AND

SECTION VIEW
OF TRANSFER
SWITCH

SOUTH SHORE PARK, HINGHAM, MA 02043
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NEMA

1

3000A 3P (RTSO3) WITH EMO’'S
ATS FREESTANDING ENCLOSURE

* FyPE SUTTABLE FOR CU/AL CABLE, S | o, oF
* Size POLES QUANTITY SPECIAL MARKINGS DFTM. |KDC | 11 /} 1 /} 0 DWG
4. ALL DIMENSIONS ARE IN INCHES (1 INCH = 254 CM> 8580 O 4 W DBB C
S. SPECIAL CONSIDERATION MUST BE TAKEN VI 30004 3 ! CHKD. | JTL | 03/27/12
PREPARING THE  FOUNDATION, FOLLOW AL ‘APPLICABLE
LOCAL AND INTERNATIONAL BUILDING CODES. CERTIFIED BY: DATE: APPD. SHEET NO. 7] CONT'D ON sHEET No. | |REV
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