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GENERAL NOTES:

1. ENCLOSURE (FABRICATED FROM SHEET STEEL IN
ACCORDANCE WITH UL STANDARD 508.

2, ALL STEEL PARTS SHALL BE PREPARED FIZIR PAINTING
BY A FIVE STEP CLEANING, PHEI
SEALING PROCESS. THE PARTS S|
PAINTED ASA #61 GRAY, UTILIZING PIZILYESTER POWDER
COATING APPLIED BY THE ELECTROSTATIC METHOD
AND CURED IN A BAKING OVEN. THIS FINISH IS

SUITABLE FOR OUTDOORS, AS WELL AS INDOOR APPLICATIONS.

3. LUG SIZES SPECIFIED ARE MECHANICAL
TYPE SUITABLE FOR CU/AL CABLE.

4, ALL DIMENSIONS ARE IN INCHES <1 INCH = 254 CM>
S. SPECIAL CONSIDERATION MUST BE TAKEN WHEN
PREPARING

THE FOUNDATION. FOLLOW ALL APPLICABLE
LOCAL AND INTERNATIONAL BUILDING CODES.

6. VHEN AN:HIZIRIMS FEIR A SEISMIC LOCATION,
VEN TO THE DESIGN OF THE

PAD IZIR FIZIUNDATIIZIN. M[NIMUM CONCRETE THICKNESS AND PSI,
TANCE, CENTERLINE SPACING, AND

MINIMUM ANCHOR EDGE DIS
EFFECTIVE EMBED'ENT ARE ALL FACTORS THAT
ENCE THE ANCHORING.

A. REFER TEI THE PROJECT SPECIFIC SEISMIC STUDY
DONE BY A CERTIFIED ENGINEER FOR PROPER ANCHOR
DETAIL lNFI:RMATIEIN.

ANCHOR THAT MEETS OR EXCEEDS THE
STRENGTH OF A 1/72-INCH GRADE S BOLT WITH
A 1/2" USS LARGE FLAT WASHER.
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