LA LB Lc LUG SCHEDULE
LOAD LOAD LOAD SWITCH CABLE CONNECTION SIZE SOURCE 1, LOAD GROUND ESTIMATED NET
SIZE & SOURCE 2 PER PHASE & NEUTRAL WEIGHT (lbs.)
BN EZIRES
3000A (8) #2-600MCM (24) #6-250MCM 1440
s1A S1B s1c
SWITCH BASE
seA s2B sec
sree|  |srcz|  |sree
POWER CONNECTION [ ABELS oo s oeew
IS AVAILABLE FOR e e B aLES
CONDUIT ENTRY
REAR ACCESS
- NOT REGUIRED 3,000 34, 3.000
3, ~ 34.0 3,000 | 16| +H |—1ees
3000 3000 of |\ J 1300
19.500 L
17000 21500
33000
36,000
i\
‘J
1951 |
19000
4.000 2500
1.000_' I !
. I DO0R 1.000—] 19,000 ———————=19.000———! |—1.000
OVER DODR MOUNTED™ _T0P_VIEW L 36 MIN. AISLE BOLT DOWN PATTERN &
DEVICES SPACE. REQUIRED BOTTAM CONDUIT PLAN
REMOVABLE
LIFTING EYES 750
oveRald| HINGED RELAY ”‘l;gs.?'ﬁ'-
WIDTH PLATE—
i O\ g
RUSSELECTRIC T
NAMEPLATE—— |

LOCKING HANDLE
WITH 3-PT LATCH
-

i
e )
=y

51500
90,000 overaLL| A
HEIGHT -
p
H— SOURCE 2 FEED
O CABLE CONNECTIONS
L3
50.800 o B B
HHHHEMNN

\—GrOUND
BAR

SOLID
NEUTRAL BAR
<OPTIONALY

SOURCE 1 FEED
CABLE CONNECTIONS

| ———— LOAD CABLE
CONNECTIONS

NEUTRAL AND
GROUND BAR

l.im
NON-REMOVABLE

CHANNEL SIEL FRONT VIEW

GENERAL NOTES:

1. ENCLOSURE FABRICATED FROM SHEET STEEL IN
ACCORDANCE WITH UL STANDARD 508,

2. ALL STEEL PARTS SHALL BE PREPARED FOR PAINTING
EP_CLEANING, PHDSPHAT]ZING AND
SEAL]NG PRIZICESS. THE PARTS SH
A #61 GRAY, UTILIZ]NG PIZILYESTER POWDER
CIJAT]NG APPLIED BY THE ELECTRIZISTATIC METHI:ID
ING OVEN. THIS is
SUITABLE FIIIR I:IUTDEII:RS, AS WELL AS INDI:IEIR APPLICATIONS.

6. WHEN ANCHORING FOR A SE]SM[C LOCATION,
CONSIDERATION MUST BE GIVEN TO THE DESIGN
PAD OR FOUNDATION. MINIMUM CONCRETE THICKNI

EFFECTIVE EMBEDMENT ARE ALL FACTORS THAT

WILL INFLUENCE THE ANCHORING.

A REFER TO THE PROJECT SPECIFIC SEISMIC
DONE BY A CERTIFIED ENGINEER FOR PROPEI

DETAIL INFORMATION.

A 1/2" USS LARGE FLAT WASHER.

MINIMUM ANCHOR EDGE DISTANCE, CENTERLINE SPACING, AND

B. USE AN ANCHOR THAT MEETS OR EXCEEDS THE
STRENGTH OF A 1/2-INCH GRADE S5 BOLT WITH
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NEMA 1 3000A 3P (RTS03) ATS CLOSED
TRANSITION FREESTANDING ENCLOSURE

STUDY
R ANCHOR
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LOCAL AND INTERNATIONAL BUILDING CODES. CERTIFIED BY: DATE: APPD. SHEET NO. 7] CONT'D ON sHEET No. | |REV

F:\PARTS\MECH\83\S0041D37.0WG




	russelectric.com
	S0041D37 Layout1 (1)




