SIZE & SOURCE 2 PER PHASE & NEUTRAL WEIGHT (\bSA)
—— 100A (1) #14-1/0 (3) #14-1/0 766
—— 150A (1) #6-250MCM (3) #14-1/0 766
BOTTOM IS OPEN
REAR ACCESS
NOT REGUIRED e RER 0625 DIA @
AVAILABLE FOR [ BOLT DOWN HOLES
000 18,000 3,000 000 \ e000 koo
/ 1625—]
|
2,000 3000 [o 1500 La LB Lc
toap| [coan | [LoAD
11605
12000 20,000 SRC1| SRC1 SRCL
17:000 S1A S1B sic
o000 125 SWITCH BASE
4,000 T 500 seA s2B sac
—11.706— 1000 J | |
3,000 e 1,000 22,000 1,000 srce| |srce| |srce
MAXIMUM EXTENSION
OVER DOR WOUNTED™ O VIR L N e BOLT DOWN PATTERN &
DEVICES
BOTTOM CONDUIT PLAN POWER CONNECTION LABELS
REMOVABLE
LIFTING EYES
Clsg.lggEL HINGED RELAY 23'220'-'-
WIDTH geear [ Loeea ]
RUSSELECTRIC / 1t

SOLID
NEUTRAL BAR
COPTIONAL)

LUG SCHEDULE

SWITCH

CABLE CONNECTION SIZE SOURCE 1, LOAD

GROUND

ESTIMATED NET

NAMEPLATE——/

90,000

39.875

=

LOCKING HANDLE
WITH 3-PT LATCH
-

91.500
OVERALL|
HEIGHT

NEUTRAL AND
GROUND BAR

N—GROUND
BAR

— SOURCE 1 FEED

CABLE CONNECTIONS

—— LOAD CABLE

CONNECTIONS

- SOURCE 2 FEED

CABLE CONNECTIONS

APPROXIMATELY 7.00
SPACE FOR PASSAGE

*

NON-REMOVABLE

CHANNEL SILL M

GENERAL NOTES:

-

!\’

@

o >

ENCLOSURE FABRICATED FROM SHEET STEEL IN
ACCORDANCE WITH UL STANDARD 508.

ALL STEEL' PARTS SHALL BE PREPARED FOR PAINTING
A FIVE STEP CLEAN]NG, PHJSPHATIZ]NG AND
SEALING PROCESS. THE SHALL THEN BE
D ASA H61 GRAY, UTlLIZING POLYESTER POWDER
CIZIATING APPL[ED BY THE ELECTROSTATIC METHOD
D IN A BAKING OVEN., THIS FINISH IS
SUITABLE FOR OUTDOORS, AS WELL AS INDOOR
APPLICATIONS.

LUG SIZES SPECIFIED ARE MECHANICAL
TYPE SUITABLE FOR CU/AL CABLE.

ALL DIMENSIONS ARE IN INCHES <1 INCH = 254 CM
SPECIAL CONSIDERATION MUST BE TAKEN WHEN

PREPARING THE FOUNDATION. FOLLOW ALL APPLICABLE
LOCAL AND INTERNATIONAL BUILDING CODES.

6.
CONSIDERATION MUST BE GIVEN TO

WHEN ANCHORING FOR A SEISMIC LOCATION,

PAD OR FOUNDATION. MINIMUM CONCRETE THICKNES:

MINIMUM ANCHOR EDGE DISTANCE, CENTERLINE

EFFECTIVE E!

INFLUENCE THE ANCHI

A llJ?EFER T0
DETAIL INFORMATION.

B. USE_AN ANCHOR THAT MEETS OR EXCEEDS THE

STRENGTH OF A 1/2-INCH GRADE S BOLT WITH A

172" USS LARGE FLAT WASHER.

THE DESIGN OF THE
S _AND PSI,
SPACING, AND
MBEDMENT ARE ALL FACTORS THAT WILL

ORI

THE PRIZIJECT SPECIFIC SEISMIC STUDY
ONE BY A CERTIFIED ENGINEER FOR PROPER ANCHOR

SECTION VIEW
OF TRANSFER
SWITCH

OF CABLES
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