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SWITCH CABLE CONNECTION SIZE SOQURCE 1, LOAD GROUND ESTIMATED NET
SIZE & SOURCE 2 PER PHASE & NEUTRAL WEIGHT (Ibs.)
2500A (6) #2-600MCM (18) #6—250MCM 1160
BOTTOM IS OPEN
REAR ACCESS ENTIRE OPEN AREA
NOT REQUIRED [ AVAILABLE FOR ez DI B nLES
CONDUIT ENTRY
000 26000 3,000 000 26,000 2000
| 1625—| | 1 |—1e25
2,000 3,000 ol 1.500
17.500 14,000 17.500
LA LB Lc
CANDUTT LOAD LOAD LOAD
29.000 ENTRANCE 32,000
OREA-BOTTON, SRC1 SRC1 SRC1
19.000 s1A S1B sic
SWITCH BASE
4,000 2500 s2A s2B sac
16,000 1000 _| | f
e’ cnsion DODR 1,000—! l——15.000————15.000—— }—1.000 sre2 sre2 sre2
TOP VIEW 36 MIN, AISLE
OVER DOOR MOUNTED —ur VIEW L : BOLT DOWN PATTERN &
DEVICES SPACE REGUIRED BOTTOM CONDUIT PiéAN
REMDVABLE POWER CONNECTION LABELS
LIFTING EYES .
OVERALL|

32.000
OVERALL| HINGED RELAY DEPTH

[Cwipth | PLATE——\\ @

RUSSELECTRIC
NAMEPLATE—|

SOURCE 1 FEED
CABLE CONNECTIONS

— LOAD CABLE
D! CONNECTIONS

LOCKING HANDLE @
$ VITH 3-PT LATCH
//
51500
90.000 overaLL| FHI
HEIGHT —1
o
°
o‘
— SOURCE 2 FEED
49.750 CABLE CONNECTIONS
<1 -
R
HHHMHH(E
\—GROUND
BAR

SOLID
NEUTRAL BAR

COPTIONALD
NEUTRAL AND
GROUND BAR
1.513_3 T ]
NON-REMOVABLE, "/ FRONT VIEW SECTION VIEW
CHANNEL SILL —_— OF TRANSFER
SWITCH

GENERAL NOTES:
1. ENCLOSURE FABRICATED FROM SHEET STEEL IN 6 WHEN ANCHORING FIR 4 SEISMIC LOCATION,

ACCORDANCE VITH UL STANDARD 508. CONSIDERATION MUST BE GIVEN TO THE DESIGN OF THE

PAD DR FOUNDATION. MINIMUM CONCRETE THICKNESS AND PSI,

2. ALL STEELPARTS SHALL BE PREPARED FOR PAINTING MINIWUM ANCHOR EDGE DISTANCE, CENTERLINE, SPACING, AND

BY A FIVE STEP CLEANING, PHOSPHATIZING AND £ EMBEDMENT ARE ALL FACTORS THAT WILL

SEALING PROCESS.  THE PARTS SHALL THEN BE INFLUENCE THE  ANCRORING.

PAINTED ASA #61 LIZING POLYESTER POWDER A ggfénk YTI:I“ ngR %ergggcgNgv&:é:é;mF uﬁ:xgggzgz%um SOUTH SHORE PARK, HINGHAM, MA 02043

GOATING APPLIED BY THE ELECTRUSTATIC. VETHOD

AND CURED IN A BAKING OVEN. THIS FINISH IS 5, DETALL INORVATION. wecrs o pxecens e HTTP://WWW.R USSELECTRIC.COM

SUITABLE FOR OUTDOORS, AS WELL AS INDOOR ,

APPLICATIONS, STRENGTH OF A 1/2-INCH GRADE 5 BOLT WITH A NEMA 1 2500A 3P (RTS30) ATS CLOSED

1/2* USS LARGE FLAT WASHER.

3. LUG SIZES SPECIFIED ARE MECHANICAL

TYPE SUITABLE FOR CU/AL CABLE. TRANSITION FREESTANDING ENCLOSURE
4, ALL DIMENSIONS ARE IN INCHES <L INCH = 254 CM) SWITCH NO. OF

SI7E FoLES QUANTITY SPECIAL MARKINGS DFTM. IMDM 1.6.11 DWG

S. SPECIAL CONSIDERATION MUST BE TAKEN WHEN 8 5 S O O 5 5 D 2 7 C

PREPARING THE FOUNDATION, FOLLOW ALL APPLICABLE

LOCAL AND INTERNATIONAL BUILDING CODES. 25004 ’ ! CHKD. | JTL | 03/04/11
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